
i9-C - Standalone Fingerprint Time and Attendance Terminal 

eSSL - i9-C   

Fingerprint Time Attendance  System 

Contact Us www.AutomateMyAttendance.com Info@automatemyattendance.com Tel: +91-8341 603 516 

Users: 2200 Fingerprints 
Transactions: 1,00,000 Logs 
CPU: 32 bit high speed embedded processor 
Sensor: 500 dpi Optical Sensor 
Identification Speed: <=1 Sec 
FAR: <=0.0001% 
FRR: <=1% 
LCD: 3” Color TFT 
Communication: USB-host TCP/IP 
USB-Host & Client 2.0 Port 
Operating Temperature: 0ºC -  45ºC 
Operating Humidity: 20% - 80% 
Power: 5V DC, 400mA 
Dimension (W x H x D): 213 x 149 x 46 mm 
 
Optional Features 

 RFID Proximity Card Reader  

Software Features 

 Desktop Attendance Management Software 

 MS Access / MS SQL Server / Oracle Data-
base 

 Parallel logs download optional 

 150+ Industry standard reports 

 Basic Canteen Management / Visitor Man-
agement / Payroll Software 

 Maintain OT Register / Leave Register 

 Schedule Multiple Shifts 

 Generate Analysis Graphs 

Disclaimer: Brief specifications are mentioned here. Specifications may change without prior notice. Customers are advised to 

check with us before purchase. Actual product may differ slightly to that depicted for ongoing product development.  


