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                                                                   Technical Data Sheet 

Urja High Temperature Sealant (Silicon Free Sealant) 

 

 
Description: 
 
Urja High Temperature Sealant is a single component heat resistant   sealer specially 

developed for sealing joints and gaps in oven. It withstand to temperature of 200° C to 250°C 

in oven gaps .It is a water base sealer & free from silicon .  

Typical Properties: 

 

 Colour  : Grey  

 Viscosity  : 90,000 to 1, 15,000 cps 

 Hardness   : 45 - 55 shore A 

 Flow  : Nil 

 Specific Gravity          : 1.3 - 1.5 

 Adhesion to ms & GI  : Good 

 

Application: Surface should be free from oil & dust. Urja High Temperature Sealant can be 

applied by gun, spatula or brush. 

 
Storage: To be stored indoors, away from direct sunlight, heat source and moisture. 

 

Shelf Life: Six months under above conditions  

 

Packing: 310 ml Cartridge packaging, also available 270 Kg in MS drum / 25 Kg in MS drum 

 

Note : 

 

The company’s products are sold subject to the Company’s standard terms and conditions of 

sale. Products are warranted against defective materials and workmanship. The company 

makes every effort to ensure that all the information, recommendations or the specifications 

provided by it are accurate and true. However as the company has no control over the 

conditions of use, it cannot accept any liability, either directly or indirectly regarding the usage 

of its products. Product specifications are subject to change without prior intimation to users 

as the products are being continuously upgraded. 
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