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PRICE LIST WEF 1" August, 2017
EXHAUST FAN Confirming to 15: 2312
Sweep Supply
inch mm Volt Watt PRICE{?)
9 230 1420 230 40 2015
12 300 920 230/415 45 3715
12 300 1420 230/415 82 3825
15 380 920 230/415 78 4125
15 380 1420 230/415 150 4230
18 450 920 230/415 132 5985
18 450 1420 230/415 370 6485
24 600 720 230/415 240 9905
24 600 920 230/415 500 10305
36 900 570 415 740 27225
36 900 720 415 1200 27695
AIR CIRCULATOR sy
Sweep RPM Supply Power PRICE (?)
inch  mm Wings Volt Watt Pedestal Wall-Bracket
18 450 3 1440 230 90 7475 7145
18 450 4 1440 230 90 7475 7145
24 600 2 1440 230 115 8315 8045
24 600 3 1440 230 125 8465 8185
24 600 4 1440 230 160 8775 8495
30 750 4q 1440 230 200 10205 9925
MAN COOLER Coniring o 15,6272
Sweep Supply RPM Power PRICE(T)
inch mm Volt Phase Watt HP Pedestal Wall Tubular
12 300 230 Single 2850 250 0.33 21665 20185 -
12 300 415 Three 2850 250 0.33 20615 19215 -
19 480 230 Single 1440 375 0.5 23155 21515 24105
19 480 415 Three 1440 375 0.5 21555 19915 22405
15 480 415 Three 2900 1800 3.0 27375 25745 28465
24 600 230 Single 1440 500 1.0 24755 23115 25845
24 600 415 Three 1440 500 1.0 22855 21205 23965
30 750 415 Three 1440 1400 2.0 28255 26405 29955
36 900 415 Three 960 1500 2.0 38155 36835 40015
36 900 415 Three 1440 2000 3.0 36265 34945 38305
40 1000 415 Three 960 3500 5.0 41705 40505 42705
48 1200 415 Three 960 3700 5.0 58405 56905 60605

PORTABLE AIR BLOWER

Swee| Su Power
inch |:nnn. v';'l’tlv Watt RPM PRICE (T)
8 200 220-240 180 2900 11,050 /-
10 250 220-240 240 2815 13,650 /-
12 300 220-240 350 2775 16,250 /-

Maote:
I) This cancels all our previous price list, ii) Prices are subjact to change without prior notice
iii) GST as per applicable, will be extra at the time of supply, V) Prices are on ex-works basis

Approved by SAIL, BHEL, Ordnance Factories, Railways & other Government and Private Organisations
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Powervent Air circulators are super efficient, packed with wind-power and has style.
They are available in both pedestal and wall mounting types in
450 mm (18"), 600 mm (24") and 750 mm (30") sweeps.

Speciality :
® Aluminium alloy one-piece blade ® Double ball-bearing
@ Sturdy, close mesh guard ® Heavy duty motor ® Aesthetically beautiful

FEATURES

Powervent Air Circulator - Pedestal Type Powervent Air Circulator - Bracket Type
® Available in attractive black and silver grey colours.

® Fitted with a large base to ensure better stability @ Available in attractive black and silver grey colors.
even at maximum operating height.
@ Aerodynamically designed one piece aluminium ® Trendy yet sturdy base.
die-cast impeller to give maximum air
delivery with high air velocity. ® Switch mounted at an easily accessible position.
® Strong steamlined pedestal for greater stability.
® Accurately designed spring for easy height ® Tilting screw provided for easy angle adjustment.
adjustment.
Minimum and Maximum heights. ® Vertical adjustment from 22° to 45°

1100 mm to 1400 mm for 450 mm (18") sweep

1400 mm to 1650 mm for 600 mm (24") sweep

1500 mm to 1950 mm for 750 mm (30") sweep
® Built in regulator.

APPLICATION

Powervent Air Circulators are ideal for factories, halls, audﬂorlums, lawns, restaurants, alrports
railway stations and bus depots. :

PERFORMANCE DATA

A.C. Power Distance AIR DELIVERY
2 Supply rpm Input from Fan
wings (50 Cycles) (Watts) (in Feet) CFM
18 450 4 230/415V 1440 90 9 7050 12000
24 600 2 230/415V 1440 115 12 10,000 17,000
24 600 3 230/415V 1440 125 12 11,000 18,700
24 600 4 230/415V 1440 160 12 14,000 23,800
30 750 - 230/415V 1440 200 15 17,000 28,900

Generally confirming to IS : 2997

MANUFACTURER

ZENCO INDUSTRIES

Sales office : Rudrakshya, Shop No.03, Plot No.53A, Karanjade, A.R
Construction, Dist - RATGAD, Panvel - 410206.
Regi. Address : A3 Niemall Market, PCNTDA, Chikhali Road,

Purnanagar, Pune -411018. - Since continuous development for improvements is a way of life withus; the product

DEALER

Email : zenco.sales@gmail.com Mob: +91 08689928105 / 9309575344
Web-htto:/vvww.zencoindustries.com ORE htto://www.zencoindustries.in
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The Axial Flow Fan has been specially designed for removal of dust and fumes in work places where, due to long ducts, system-resisiance is high and other conventional Exhaust
Fans will not serve the purpose.

The basic functions of ventilation and air-conditfioning are effectively performed by Axial Flow Fans, especially in industrial process system, crop drying, mines and ships.
Quality : The Powervent Axial Flow Fan is manufactured with components of proven quality. The concept of quality circle has been integrated with a full-proof quality assurance
Power : The Powervent Axial Flow Fan is driven by molors of high efficlency. The motors are capable of withstanding voltage fluctuation and rigorous duty requirements in hof
and humid conditions.

Range and Duty : The Powervent Axial Flow Fan is present in single-stage, double-stage, contra-rolating and multiple-stage. The volume of air can be controlled by switching
off same of the fans running in series. The Powervent Axial Fan fulfiils a wide range of requirements - large volumes, high pressure, quiefness, high temperature, wet conditions
are all catered for. Whether the duty is air-conditioning or cooling sophisticated electronic equipment, there is a Powervent Axial Flow Fan for the purpose.

The fans can be mounted in various ways - horizontal, upward, downward. The variety also lies in long and short casings, bifurcated type and belt driven type.

Dimensions

Impeller Dia.  Motor Frame Size A
inch.

-
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CMH at different static pressures in SWG T IL Sl OUR OTHER PRODUCTS

S5mm. 10mm. 15mm. 20 mm. ; . 40mm. 50mm. ® Centrifugal Blowers
: - ® Man Coolers

® Air Circulators
® Exhaust Fans
# Celling Fans
® Table / Wall and
Pedestal Fans
# Cabin Fans
® Cooling Fans
@ Motors

#® Roof Extractors

ZENCO INDUSTRIES

Sales office : Rudrakshya, Shop No.03, Plot No.53A, Karanjade, AR
Construction, Dist - RATGAD, Panvel - 4102046.
Regi. Address : A3 Niemall Market, PCNTDA,Chikhali Road, Purnanagar,
Pune -411018.

DEALER

Email : zenco.sales@gmail.com Mob
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BRACKET

TUBULAR

(8 PEDESTAL

MANCODI

The Solution to
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Workers tend to lose energy and get exhausted

while working in the intense heat on the shopfloors.
This results in loss of productive capacity, decrease

in output and strain in human relations. So a cooling
appliance becomes essential. This is where Powervent
Mancooler steps in.

d‘"‘ “"%MM

® Cooling of brick kilns, cooling bottles in glass

works, tempering furnaces and electrical equipment.
e Industrial cooling of castings, generators and other
machines.

e Dehydration in cold storage of perishable and edible
products.

BENEFITS o

It increases productive capacity and at the same time,
m ; improves industrial relations. It acts as the substitute
for several fans of other types.
The Powervent Mancooler is superbly designed and

manufactured to provide the best cooling comfort VARIANTS i

and is useful even in areas of high temperature :
such as steel plants and fnundrifs‘. o A. PEDESTAL TYPE : It is designed to be placed on the

It cools the body by producing a high velocity air floor. The impeller and Motor are mounted on a heavy
stream with maximum reach. The blast of air provided base and a robust supporting column.

by it sets in motion the surrounding air, which

Increases as it covers distance. B. BRACKET TYPE : It is useful where adequate floorspce

is not available and it is fixed to the wall or column.

APPLICATIONS 23 C. TUBULAR TYPE : In this type the Impeller and Motor

e All shopfloors, specially those with furnaces, Assembly is placed in a Tubular Casing having a provision
foundries and heat producing apparatus. for angular adjustment so as to channelise the air stream
e Factories with large number of workers and in the required direction. It is portable and stands
machines. steadily even on rough surface.

TECHNICAL DATA

- Air Dalivery at Rl Peak Air Delivery
s : at a distance of
Sweep Supply . Power D time 10times | 15 times
Slade Cep Blade Sweep | Blade Sweep
Volts | Phase Watts  HP " m/min | m/min

12 300 |230/415| Single/Mhree 2850 250 033 5250 9000 250 200

19 480 230 Single 1440 375 05 7000 12000 200 120

19 480 415 Three 1440 ar7s 05 7000 12000 200 120

19 480 415 Three 2900 1800 3.0 13000 22000 250 200

24 600 230 Single 1440 500 1.0 16500 28000 250 150

24 600 415 Three 1440 500 1.0 16500 28000 250 150

30 750 415 Three 1440 1400 20 21500 37500 250 150

36 900 415 Three 860 1500 20 32500 55250 250 150

36 900 415 Three 1440 2000 3.0 37500 63750 275 175

40 1000 415 Three 960 3500 5.0 37000 63000 250 150

48 1200 415 Three 960 3100 50 43800 74500 250 150

Generally confirming to IS : 6272
ZENCO INDUSTRIES o
Sales office : Rudrakshya, Shop No.D3, Plot Ne.23A, Karanjade, AR Constructdon, 1]
Dist - RAIGAD, Panvel - 410206, —
Regi. Address : A3 Niemall Market,P>CNTDA, Chikhali Road, Purnanagar, E
Pune -411018.
(]
Email : zenco.sales@gmail com Mbh : +91 08689928105 /9309575344 Since continuous development for improvements is a way of life with us, the product
Weh :hitp:/'www.zencoincusiries.com OR hitip://www.zencoindustries.in supplied may differ in minor details from what has been described in this leaflet
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e Light Weight e Easily Portable eTwo Speed

A unique product ideally suitable for exhaust/ ventilation of hot, humid, dusty air/smoke at the
source itself from welding areas, factories, enclosed spaces in ships/vessels.
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towervent  PORTABLE AIR BLOWER

www.powerventfans.com

Removing and ventilating fumes produced by welding, glass flaming/blowing, soldering, plasma or laser
cutting, and similar operations is a critical concern in today's safety-conscious work environment.
POWERVENT Portable Air Blower is an economical and convenient way to remove smoke, fumes and/or
heat at their source to help assure worker safety and comfort.

The portable unit is simply rolled-up to the location where the fumes are being produced. The operator
plugs in the unit to a standard electrical supply (220-240V), directs the discharge hose to the desired
exhaust location, and aims intake hose with collection hood at the fume area.

Unlike exhaust fans or fixed overhead hoods, POWERVENT Portable Air Blower goes right to the source to
capture and remove virtually all process emissions. It employs a negative pressure system that exhausts
all fumes quickly to the outside or into existing ductwork.

Easy to install

Can be easily moved to a different location- an advantage
over exhaust fans and fixed overhead hoods

With speed regulator

Matching hose/ duct can be attached
Powder Coated

Safety Grill on both sides

Light weight

Year
Warranty!

NMECHNICAL DATA

Sweep Supply Power Current Air Delivery
Inch | mm Volts Watt Amp cfm cmh
8" 200 gat 180 0.78 1940 3300
240V
220-

0 0 ; 0
25 240V 24 1.04 2400 410
220-

240V

2890 4900

ZENCO INDUSTRIES

Sales office : Rudrakshya, Shop No.03, Plot No.53A, Karanjade,
A R Construction, Dist - RATIGAD, Panvel - 410206.

Accessories: Hose /Duct for respective sizes

Regi. Address : A3 Niemall Market PCNTDA, Chikhali Road,
Purnanagar, Pune -411018.

Email : zenco.sales@gmail.com Mob :+91 8689928105 / 9309575344
Web :http://"www.zencoindustries.com / http://Www.zencoindustries.in


































